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1. Configuration & Dimensions (in mm): 2.Schematic Diagram:
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Bottom View Suggest PCB Layout 3. Electrical Characteristics (Ta=25°C) :
1> Lm:400 uH * 10% at 250KHz,0.1Vrms, 0Adc, at 25°C.
3 A 27.50 (Max.) mm 2> DCR(N1)=138.2mQ Typ DCR(N2)=3.4mQ Typ DCR(N3)=7.8mQ Typ DCR(N4)=5.2mQ Typ | 3
B 16.00 (Max.) mm DCR(N5)=7.8mQ Typ
C 23.00 (Max.) mm 3> Hi-Pot Test:
| D 3.50 + 0.50 mm PRI to CORE: 1.5kVac, 3mA,2s ,50Hz/60Hz (Production test) |
E 3.00 + 0.20 mm PRI to SEC: 3KVac, 3mA,2s ,50Hz/60Hz (Production test)
E1 9.00 + 0.30 mm SEC to CORE: 1.5KVac, 3mA,2s ,50Hz/60Hz (Production test)
4 E2 15.00 + 0.30 mm 4> Turn ratio:N1:N2:N3:N4:N5=28:1:3:2:3 at 250KHz,0.1Vrms, O0Adc, at 25°C. 4
E3 7.70 + 0.30 mm
E4 13.70 + 0.30 mm Notes:
E5 6.80 + 0.30 mm 1> Operating Temperature Range -55°C to + 130°C.
F 0.70 + 0.30 mm 2> RoHS and HF Compliance Component.
F1 1.20 + 0.30 mm
REVISION HISTORY UNLESS OTHERWISE SPECIFIED i
REV | DATE DESCRIPTION APPROVED |DIMENSIONS ARE IN mm. ITG Electronics, Inc.
P1 2025/10/10 New Ken Qin TOLERANCES T201724A-01
5 2PL£0.30 PD3.1 140W flyback Transformer 28:1:3:2:3 5
3PL +0.15
Third Angle Projection DWG. NO. REV.
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Due to continuous product improvement ,all specifications are subject to change without prior notice. Kindly contact an ITG field application engineer or a sales representative prior
to purchase.



