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PD12N7C020
1. Features :

• Power Module Size 30.02mm x 13.46mm x 9.8mm SMD.

• Maximum Peak Current: 20A.

• Input Voltage Range from 4,5V to 14 V.

• Output Voltage Range from 0.69V  to 5.5 V

• Protections (OCP, UVLO, OTP)

• Operating Temperature Range: -40°C to 85°C

• RoHS UL/IEC/EN60950compliant

3. Typical Application Circuit:

Type Vin
Typical (V)

VOUT
Typical (V) Suggested Fsw Typical Application Module Size

L x W x H (mm)

SMD 12.0 1.8 500kHz Communications 30.02 x 13.46 x 9.8

2. Applications :
• High performance Computing.

• Data Center..

• Communications System.

• Automation

4. Description :
This product is a non-isolated step-down power 
module featuring a wide input voltage range and an 
adjustable output voltage. It delivers an output current 
of up to 20 A and adopts an SIP (Single In-line 
Package) design, providing excellent ease of use and 
seamless integration into various applications. In 
addition, the module incorporates comprehensive 
protection features, including OCP (Over-Current 
Protection) and UVLO (Under-Voltage Lockout), along 
with an automatic retry function to ensure reliable and 
safe system operation.
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PD12N7C020

Part number VIN VOUT Module Size
L x W x H (mm) Configuration

PD12N7C020 12.0V 0.69V  to 5.5 V 30.02 x 13.46 x 9.8 Non-Isolated step-down power 
module 

5. Order Number Examples

6. Pin Configuration:

PIN NO. NAME DESCRIPTION
1 EN This function is achieved by applying the appropriate control level .

2 VIN Input voltage pin. Place input capacitors between this pin and GND. 

3 SEQ The module includes an output voltage sequencing function to ensure proper 
startup and shutdown order based on application needs.

4 GND Common ground

5 VOUT Regulator output voltage. Place output capacitors between this pin and GND.
6 Trim By adjusting the value of the Rtrim resistor, the output voltage can be set.
7 +S Sense compensation. The +Sense pin should be connected to Vo.

8 -S Sense compensation. The –Sense pin should be connected to GND.

9 PG Power Good single 

10 SYNC The internal switching signal of the module can be synchronized with an external 
signal.

7. Pin Description:
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PD12N7C020
8.1 Suggested Operating Conditions (1):

• Supply Voltage VIN ............................... 4.5 V to 14 V
• Outout Voltage Vout ………………………….0.69V to 5.5 V
• Single Output Maximum Continuous Current  .........20 A
• Operating Temperature………………………. - 40 °C to + 85 °C

9. Electrical Characteristics:

8.2 Absolute Maximum Ratings (2):
• Supply Voltage VIN ........................... 16 V
• EN Pin ………………………………….-0.3V to 14V
• VOUT Pin ............................…………-0.3V to 5.7V
• Junction Temperature ........................ 125 °C 
• Storage Temperature ............... – 55 °C to + 125 °C

Notes:
(1). Exceeding these ratings may damage the device.
(2). The device is not guaranteed to function outside of its operating conditions.

Conditions: Ta = 25℃ for typical value 1000uF electrolytic capacitor and  330uF x 2 tantalum 

Parameter Symbol Condition Min Typ Max Units

INPUT ELECTRICAL
Input Voltage VIN 4.5 12 14 V
VIN Under Voltage Lockout

 Threshold Rising VINR 3.9 4.5 v

VIN Under Voltage Lockout
 Threshold Hysteresis VIN_HYS 200 mV

EN input high threshold VEN_H VIN-1 - 14 V
EN input low threshold VEN_L 0 - 3.5 V

OUTPUT ELECTRICAL 
Output Voltage VOUT 0.59 - 5.5 V
Output Current IOUT 0 - 20 A
Load regulation VLOAD - ±0.5 %VO
Line regulation VLINE - ±0.5 %VO

Transient Tr 2A/μs ,Vin=12V VOUT=5V
50%~100% Ionom 

- ±450 mV
- 50 us

Over Current Protection IOCP 22 30 - A
Soft-Start Trise - 4 - mS
Power On Delay TDelay - 3 - mS
Capacitive load Co ESR≥10mΩ 0 - 1000 uF
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PD12N7C020
9. ELECTRICAL Characteristics (continue):

Conditions: Ta = 25℃ for typical value
Parameter Symbol Condition Min Typ Max Units

Other 

Efficiency η

Vin=12V，Vo=0.69V，20A 76 %
Vin=12V，Vo=1.2V，20A 85 %
Vin=12V，Vo=3.3V，20A 92 %
Vin=12V，Vo=5.0V，20A 94 %

Switch Frequency FSW - 500 - kHz
Over Temperature  Protection OTP 100 105 110 ℃

10. Mechanical Information :
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11. Revision History

Revision table

Date Version Changes

20251027 Rev. P01 New document
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