Halogen Free

SPECIFICATION FOR APPROVAL

CUSTOMER * REV NO 1.0
DESCRIPTION SMD Common Mode Choke,9.0uH,15.0mQ DCR |PAGE NO lof 1
PART NO C101168 DATE 2015.07.24
1.CONFIGURATIONS & DIMENSIONS:
%A‘}
i Marking i A 9.60 (Max.) mm
¢ B | 840 (Max) mm
5 3 F C 5.30 (Max.) mm
Front View Side View El | 7.50 + 0.3 mm
) E2 6.30 + 0.3 mm
ﬂ E1(x2) F‘; glOB* 527 F $1.2 (Typ.) mm
1 4
KL% G mm
E2(x2) A2zt H mm
t 1 4 2 > 3@ § I mm

Bottom View Suggested Pad Layout

Note: 1. Marking: 801

2.ELECTRICAL CHARACTERISTICS(Ta=257C):

3.SCHEMATIC DIAGRAM

TEST CONDITION 1 2
100KHz 0.1mA L(1-4) 9.0 uH (Typ.) ® ¢
100KHz 0.1mA L(2-3) 9.0 uH (Typ.) N1 N2
100MHz(Parallel test) Z 800.0 Q + 25%
Ta=25C DCR(1-4)| 15.0 mQ (Max.) 4 3
Ta=25"C DCR(2-3)| 15.0 mQ (Max.) N1=N2=1:1
Rated current(AT=40K) I 3500.0 mA (Max.) | Note:
NLven. 2y Ur |AC500 V (Max.) |(1)-Wire UEFN/U(155°C ) $0.40mm .
Rated voltage Ug 80.0 \Y (2).N1=N2=10Ts (Ref.) N1:C.W, N2:C.C.W.
Operating temperature: -40C~+125C

4. TEST INSTRUMENTS
L:WK3260B.

DCR:Gain Kai Ta 502BCOHM.
L@Irms&L@lsat:WK3260B&WK3265B.

APPROVED BY CHECKED BY
Richard Wen

Royi Luo

DRAWN BY

Billy Tang

e New York 1914 347 2474 e Taipei 886 2 2698 8669 e Kaohsiung 886 7 350 2275
e Tokyo 81 3 5829 8676 e Shenzhen 86 755 8418 6263 e Shanghai 86 21 5424 5141 e Hong Kong 852 9688 9767

e sales@inter-technical.com e www.inter-technical.com




SPECIFICATION FOR APPROVAL

Halogen Free

CUSTOMER * REV NO 1.0
DESCRIPTION SMD Common Mode Choke,9.0uH,15.0mQ DCR [PAGE NO 2of 4
PART NO C101168 DATE 2015.07.24
5.TEST DATA FOR MECHANICAL
TEST A B C D E F G H I J
ITEM mm mm mm mm mm mm mm mm mm mm
9.60 8.40 5.30 7.50 6.30 $1.2
SPEC + +
(Max.) | (Max.) | (Max.) 0.30 0.30 (Typ.)
1 9.42 8.25 5.05 7.53 6.33 1.18
2 9.40 8.21 5.80 7.58 6.36 1.21
3 9.40 8.19 512 7.55 6.30 1.20
4 941 8.23 5.07 7.51 6.31 1.19
5 9.40 8.23 5.08 7.50 6.32 1.20
6
7
8
9
10
AVERAGE | 9.406 8.222 5.224 7.534 6.324 1.196

REMARK:
APPROVED BY CHECKED BY DRAWN BY
Richard Wen Royi Luo Billy Tang
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® Tokyo 81 35829 8676 @ Shenzhen 86 755 8418 6263 @ Shanghai 86 21 5424 5141 @ Hong Kong 852 9688 9767
@ sales@inter-technical.com @ www.inter-technical.com
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6.TEST DATA FOR ELECTRICAL
TEST L(1-4) L(2-3) z DCR(1-4) | DCR(2-3)
ITEM uH Q mQ mQ
CONDITION 182?12 18%'12 100'\"':623(5”&"6' Ta=25C | Ta=25¢C
9.00 9.00 800.00 15.00 15.00
SPEC .
(Typ.) (Typ.) 25.0% (Max.) (Max.)
1 10.50 10.50 857.38 11.27 11.36
2 9.60 9.60 804.08 11.58 11.46
3 10.40 10.40 838.89 11.44 11.39
4 10.00 10.00 862.67 11.27 11.32
5 9.70 9.70 822.81 11.34 11.57
6
7
8
9
10
AVERAGE | 10.0400 10.0400 837.1660 11.3800 11.4200
REMARK:
APPROVED BY CHECKED BY DRAWN BY
Richard Wen Royi Luo Billy Tang

® New York 1 914 347 2474 @ Taipei 886 2 2698 8669 @ Kaohsiung 886 7 350 2275

@® Tokyo 81 35829 8676 @ Shenzhen 86 755 8418 6263 @ Shanghai 86 21 5424 5141 @ Hong Kong 852 9688 9767
@ sales@inter-technical.com @ www.inter-technical.com
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7.ELECTRICAL CHARACTERISTICS.
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Note: Measured with windings in parallel at 20°C ,typical values.
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