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FEATURES:        
• Low cost radial leaded inductor. 
• Operating temperature range -40 ~ 85 °C. 
• Custom value available upon request. 
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Electrical Specifications 

Part Number L @ 100Khz 
(uH)  

DCR MAX. 
(Ω)  

IMax 
(A ) 

DR4044-1R0MU 1.0 0.0052 10.00 
DR4044-3R3MU 3.3 0.0115 8.90 
DR4044-4R7MU 4.7 0.015 8.00 
DR4044-6R8MU 6.8 0.195 7.00 
DR4044-100MU 10.0 0.035 5.00 
DR4044-150MU 15.0 0.050 4.50 
DR4044-330MU 33.0 0.078 3.20 
DR4044-470MU 47.0 0.16 3.00 
DR4044-860MU 86.0 0.185 1.80 
DR4044-101MU 100.0 0.24 2.00 
DR4044-151MU 150.0 0.42 1.50 
DR4044-221MU 220.0 0.50 1.20 
DR4044-331MU 330.0 0.90 1.00 
DR4044-471MU 470.0 1.25 0.80 
DR4044-681MU 680.0 1.80 0.90 
DR4044-102MU 1000.0 3.00 0.50 
DR4044-222MU 2200.0 5.80 0.45 

 
Notes: 
1. Tolerance code: M: 20%;  K: 10%;  J: 5%. 
2. IMax: Inductance drop by 20% with a temperature raise less than 30ºC. 
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