/ SPECIFICATION FOR APPROVAL

RoHS
COMPLTANT
CUSTOMER * REV NO 1.0
DESCRIPTION Inductor , 159uH , 150A , 3.0mQ DCR PAGE NO lof 1
PART NO L30640 DATE 2011.7.28
1.CONFIGURATIONS & DIMENSIONS:
' BLK WHT
1 A 160 (Max.) mm
B 80 (Max.) mm
C 200 + 10 mm
D 10 (Ref)) mm
E mm
i i F mm
| | - G mm
| |
| \
| A |
2.ELECTRICAL CHARACTERISTICS: 3.SCHEMATIC DIAGRAM
TEST CONDITION
10KHz 0.25V L 159.0 uH + 15% ®
Ta=25C DCR 3.0 mQ (Max.)
10KHz 0.25V Isat1=100A | L@Isatl | 127.0 uH (Typical)
10KHz 0.25V Isat2=150A | L@Isat2 | 105.0 uH (Typical)
Note : Isat1:Inductance drops approx.20% with an temperature rise approx.30C
Isat2:Inductance drops approx.35% with an temperature rise approx.40'C
4. TEST INSTRUMENTS
L:WK3260B.
DCR:TH2512B
L@Isatl and L@lsat2 :WK3260B and WK3265B.
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