/ / PRELIMINARY SPECIFICATION
RoHS HF

COMPLIANT COMPLIANT

CUSTOMER * VERSION 1.0
DESCRIPTION Inductor,400.0nH,30.0A,0.77mQ DCR [PAGE NO 10f5
PART NO LR1108A-R40LHF DATE 7/123/2014
1.CONFIGURATIONS & DIMENSIONS:
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© ! F C 8.0 (Max.) mm
Top View Front View E1 4.2 £ 0.4 mm
| 22 g2 22 $1.6mm b | E2 | 6.6 + 0.4  mm
N | JN ° o E3 | 7.8 x 04  mm
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Bottom View  Suggest PCB Layout

Marking: IIQZCC.J;A YY:Year;WW:Week.
2.ELECTRICAL CHARACTERISTICS: 3.SCHEMATIC DIAGRAM
TEST CONDITION Ta@25C o ®
100KHZ/1.0V L 4000 nH + 15%
Ta@25C DCR | 0.77 mQ + 8%
100KHZ/1.0V Isat=30.0A(Typ) L@Isat L drops 20% (Typ_)
100KHZ/1.0V Irms=40.0A(Typ)| AT 40 C (Typ.) °
Note:
(1).Wire ®1.30mm (155C)
Operating temperature:-55°C ~+130°C (2).2.5TS(Ref) C.CW
4. TEST INSTRUMENTS
L:WK3260B
DCR:TH2512B
L@lsat and L@Irms:WK3260B and WK3265B.
APPROVED BY CHECKED BY DRAWN BY
Royi Luo Royi Luo Anthony yan

US 1914 347 2474 @Taiwan 886 972 022 388 @ Shenzhen 86 755 8418 6263 @ Shanghai 86 21 5424 5141 @HK 852 9688 9767
Sales@inter-technical.com www.inter-technical.com




