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SCH2433T Series

1. Features of SCH2433T Series:
• Radial leaded unshielded Drum Inductor.

• Low DC Resistance for high current application.

• With UL rated shrink sleeve wrap to protect the winding.

• Ideal for noise filtering, storage and DC/DC convertor applications.

• Inductance Range of 3.3uH to 1000.0uH,Custom values are welcomed.

• Operating Temperature Range: -55°C to + 130°C , RoHS & HF compliant.

2. Electrical Characteristics of SCH2433T Series:

3. Mechanical Dimension :

Type SCH2433T

A 6.00 (Max.)

B 8.50 (Max.)

C 3.50 ± 0.50

D 2.00 (Max.)

E 2.50 ± 0.50

F ∮0.50 (Ref.) 
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ITG Part Number

OCL 1 DCR
(Ω)
Typ.

DCR
(Ω)
Max.

Isat1 2

(A)
@25℃

Isat2 3

(A)
@25℃

Isat3 4

(A)
@25℃

Irms1 5

(A)
@25℃

Irms2 6

(A)
@25℃

(uH)

± 20% or 10%

SCH2433T-3R3MHF 3.30 , 20% 0.017 0.020 4.00 5.20 6.00 4.50 5.70

SCH2433T-4R7MHF 4.70 , 20% 0.028 0.034 3.70 4.40 5.00 3.40 4.40

SCH2433T-5R6MHF 5.60 , 20% 0.029 0.035 3.10 3.90 4.40 3.30 4.30

SCH2433T-6R8MHF 6.80 , 20% 0.032 0.038 2.80 3.40 4.00 3.20 4.20

SCH2433T-8R2MHF 8.20 , 20% 0.038 0.046 2.70 3.20 3.50 3.00 3.80

SCH2433T-100MHF 10.00 , 20% 0.053 0.064 2.60 3.00 3.20 2.50 3.30

SCH2433T-120MHF 12.00 , 20% 0.062 0.074 2.50 2.80 3.10 2.30 3.00

SCH2433T-150MHF 15.00 , 20% 0.071 0.085 2.20 2.50 2.80 2.10 2.60

SCH2433T-180MHF 18.00 , 20% 0.087 0.104 2.00 2.30 2.50 1.90 2.50

SCH2433T-220MHF 22.00 , 20% 0.101 0.120 1.70 2.10 2.20 1.80 2.40

SCH2433T-270MHF 27.00 , 20% 0.125 0.150 1.60 1.90 2.10 1.60 2.10

SCH2433T-330MHF 33.00 , 20% 0.153 0.184 1.50 1.70 1.80 1.40 1.90

SCH2433T-390MHF 39.00 , 20% 0.193 0.232 1.30 1.50 1.70 1.30 1.60

SCH2433T-470MHF 47.00 , 20% 0.232 0.278 1.20 1.40 1.50 1.20 1.50

SCH2433T-560MHF 56.00 , 20% 0.274 0.329 1.10 1.30 1.40 1.00 1.30

SCH2433T-680MHF 68.00 , 20% 0.347 0.416 1.00 1.20 1.30 0.95 1.25

SCH2433T-820MHF 82.00 , 20% 0.397 0.476 0.82 0.96 1.10 0.90 1.20

SCH2433T-101KHF 100.00 , 10% 0.451 0.541 0.80 0.92 1.00 0.85 1.05

SCH2433T-121KHF 120.00 , 10% 0.604 0.725 0.78 0.85 0.93 0.75 0.96

SCH2433T-151KHF 150.00 , 10% 0.693 0.832 0.70 0.80 0.88 0.70 0.90

SCH2433T-181KHF 180.00 , 10% 0.877 1.052 0.60 0.75 0.80 0.60 0.85

SCH2433T-221KHF 220.00 , 10% 1.017 1.220 0.56 0.65 0.72 0.55 0.75

SCH2433T-331KHF 330.00 , 10% 1.281 1.537 0.50 0.55 0.60 0.50 0.65

SCH2433T-471KHF 470.00 , 10% 2.248 2.698 0.42 0.47 0.50 0.38 0.51

SCH2433T-561KHF 560.00 , 10% 2.891 3.469 0.38 0.42 0.45 0.34 0.45

SCH2433T-681KHF 680.00 , 10% 3.203 3.844 0.34 0.38 0.41 0.32 0.43

SCH2433T-821KHF 820.00 , 10% 4.038 4.846 0.32 0.35 0.37 0.28 0.37

SCH2433T-102KHF 1000.00 , 10% 4.688 5.626 0.28 0.32 0.35 0.26 0.35
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SCH2433T Series

4. Inductance Characteristics of SCH2433T Series (Inductance vs Current):

Notes:
1. OCL (Open Circuit Inductance) and L@Irms and L@Isat and DCR are measured at:1KHz,0.25V at 25ºC.

2. Isat1: DC current that causes inductance to drop by approximately 10% from OCL.

3. Isat2: DC current that causes inductance to drop by approximately 20% from OCL.

4. Isat3: DC current that causes inductance to drop by approximately 30% from OCL.

5. Irms1: DC current that causes an approximate temperature rise (△T) of 20 . 

6. Irms2: DC current that causes an approximate temperature rise (△T) of 40 . 
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SCH2433T Series

4. Inductance Characteristics of SCH2433T Series (Inductance vs Current):

0.0

100.0

200.0

300.0

400.0

500.0

0.00 0.20 0.40 0.60 0.80 1.00

L
(u

H
)

Direct Current (A)

471

331

221

181

151

0.0

175.0

350.0

525.0

700.0

875.0

1050.0

0.00 0.10 0.20 0.30 0.40 0.50 0.60

L
(u

H
)

Direct Current (A)

102

821

681

561


