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SPECIFICATION FOR APPROVAL

[0)
COMPLIANT
CUSTOMER * REV NO 1.0
DESCRIPTION Inductor, 507uH , 18A , 55mQ DCR PAGE NO 1 of 4
PART NO L30439-1 DATE 2011.04.13
1.CONFIGURATIONS & DIMENSIONS:
E
W F ‘TA ! A 70.0 (Max.) mm
Q‘ &) B 50.0 (Max.) mm
3 TAPE\‘ 880000 0 may C 200.0 + 10.0 mm
S—
- ag - D 0.0 ~ 40 mm
- E 10.0 + 2.0 mm
= !
\é/ F 02.1 + 0.1 mm
= G mm
S ) ) H mm
o TOP View Front View I mm
Note: (1).YY:Year; WW:Week. J mm

(2)."*" The inner diameter of coil must be more than 5.0mm. (3). 5| JI#£UL1015 14# wire.

2.ELECTRICAL CHARACTERISTICS:

TEST CONDITION:
10KHz 0.05V (Ta=25C) L 507.0 uH + 10%
Ta=25C DCR 550 mQ (Max)
10KHz 0.05V Isat=18.0A | L@]Isat | 389.0 uH (Ref)

Notes:

Isat: DC current that will cause inductance to drop about

3.SCHEMATIC DIAGRAM

Note:

20%(Typ); (1).Wire PEW/U (155°C)®2.10mm
Operating temperature: ~ -55°C ~+130C (2).65TS(Ref) C.W
4. TEST INSTRUMENTS
L : WK3260B
DCR:TH2512B
L@Isat :WK3260B and WK3265B.
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