Q) | # SPECIFICATION FOR APPROVAL
HE
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COMPLIANT = COMPLIANT
CUSTOMER * REV NO 1.0
DESCRIPTION Power Inductor, 1.8uH , 9.6A , 16.0mQ DCR |PAGE NO 1 of 4
PART NO SC2515-1RSMHF DATE 2012.10.22
1.CONFIGURATIONS & DIMENSIONS:
R — °
T — J A 6.50 + 0.30 mm
{ Marking } A 7 F B 6.50 + 030 mm
L I N C 4.00 (Max.) mm
— . »‘ |- 2xG D 7.80 (Max.) mm
TOP VIEW BOTTOM VIEW E 4.50 (Ref.) mm
B ‘ 7.4 %35 F 2.80 (Ref)) mm
i ~35=_ | G | 130 (Ref)  mm
C D E H mm
SIDE VIEW Suggested Pad Layout
- ¢ IR8 h e e g
Marking: VY WW 1." « "Beginning of winding.
2.ELECTRICAL CHARACTERISTICS (at 25C): 3.SCHEMATIC DIAGRAM:
TEST CONDITION
100KHz 0.1V L 1.8 uH + 20% o
Ta=25C DCR 16.0 m{) (Max.)
300KHz 0.25V Isat=9.6A| L@Isat | drops off approx.20%  (Typ.)
100KHz 0.1V Irms=8.0A| L@Irms | 1.50  uH (Typ.)

Not Irms: DC current rating at 40°C temperature rise (typical)
ote

Note: 1.Winding 7.5Ts(Ref.)

Operating temperature: -40°C ~+150C

4. TEST INSTRUMENTS

L:WK3260B.

DCR:Gain Kai Ta 502BCOHM.

L@lsat& L@lrms & L@Imax:WK3260B and WK3265B.
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5. TEST DATA FOR MECHANICAL

TEST A B C D E F G H I J

ITEM mm mm mm mm mm mm mm mm mm mm
6.50 6.50 4.00 7.80 4.50 2.80 1.30

SPEC + +

0.30 030 | Max) | (Max) | (Ref) | (Ref) | (Ref)

1 6.62 6.51 3.63 7.27 4.27 2.75 1.23
2 6.57 6.49 3.76 7.15 4.38 2.80 1.16
3 6.54 6.53 3.61 7.29 4.20 2.81 1.30
4 6.54 6.53 3.65 7.27 4.21 2.79 1.25
5 6.58 6.50 3.68 7.31 4.26 2.83 1.28
6
7
8
9
10

AVERAGE | 6.570 6.512 3.666 7.258 4.264 2.796 1.244

REMARK:
APPROVED BY CHECKED BY DRAWN BY
Royi Luo Royi Luo Kevin Hu
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6. TEST DATA FOR ELECTRICAL
TEST L DCR L@Isat L@Irms
ITEM uH mQ uH uH
coomon| 88| uzsc | ooz | ook o1y
1.80 16.00 drops off 1.50
SPEC 4 approx.20%
20% (Max.) (Typ.) (Typ.)
1 1.74 14.42 1.42 1.45
2 1.72 14.22 1.41 1.43
3 1.75 14.43 1.43 1.46
4 1.84 14.38 1.48 1.53
5 1.72 14.29 1.41 1.43
6
7
8
9
10
AVERAGE 1.754 14.348 1.430 1.459
REMARK:
APPROVED BY CHECKED BY DRAWN BY
Royi Luo Royi Luo Kevin Hu

US 1914 347 2474 @Taiwan 886 972 022 388 @Shenzhen 86 755 8418 6263 @ Shanghai 86 21 5424 5141 @HK 852 9688 9767

Sales@inter-technical.com www.inter-technical.com



mailto:L@Irms�
mailto:L@Irms�

9| ¢ SPECIFICATION FOR APPROVAL
S HF

ROHS LB

COMPLIANT ~ COMPLIANT

CUSTOMER * REV NO 1.0
DESCRIPTION Power Inductor, 1.8uH , 9.6A , 16.0mQ DCR |PAGE NO 4 of 4

PART NO SC2515-1REMHF DATE 2012.10.22
8.ELECTRIC CHARACTERISTICS.
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|
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